
 
 

 
 JWA-2.4G-12dbi 
2.4G/12dbi Sector-Directional Antenna  

 
 
 120∘Sector with 12dbi Gain 

2.4G N-Type Female Connector 
2.4-2.5G Frequency 
-20℃to +60℃Operating Temperature

 
 
 
 
 
 
 
 Specification
 

Frequency 2400MHz~2500MHz 

Gain 12 dbi 

Polarization Linear 

VSWR 1 : 1.3 Max 

HPBW / horizontal 120° 

HPBW / vertical 10° 

Power handling 15W Max 

Impedance 50Ω±5Ω 

Rated Wind   3.0 lbs. (1.4 kg) 

Operating  -20°C~60°C 
 

 
 
 
 
 
  
 
 
 
 
 
 
 
 
 

 

Environmental & Mechanical 

Vertical 

Horizontal 

Environmental 
Cable Connector  N Male To N male  

Length 1M 
 

Connector N female 

Length 370 x*130 * 65mm 
Radome color Gray-white 
Radome material ABS 
Weight 2.36kg 
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 JWA-2.4G-12dbi 
2.4G/12dbi Sector-Directional Antenna  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 



 

 

 

 
 

 

M6*12L*4PCS

M6*15L*8PCS 

M6*74L*4PCS 




